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Class “A” Roof
stops at all o

Fire Sprinklers may be required 

Eaves shall be
protected.  Refer

to County’s
Guidance
Document

Underfloor area must be

Attachments and projections such 
as patios, fences and patio covers 
must be ignition resistant 

PLU #662 (7/04) 
istive 
 

    
  

 
 
 

                            
    

    

  

Spark Arrestor    

 with fire
penings.

Exter ll be m
wall s h as s
& ma bustibl
wood t have 
fire ra  butted

 enclosed as required for
exterior walls

Skylights shall be tempered glass.            
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ade with non-combustible
tucco, fiber-cement siding,
e wall covering, such as
under-layment of ½ -inch
 or taped and mudded. 

Windows must be dual pane or tempered 
glass.  In addition, vinyl windows must 
have welded corners, metal 
reinforcement & meet window industry 
standards. Fire resistive gutters 

& downspouts 

Non-combustible 
exterior doors or 
solid wood at least  
1 ¾” thick 

Roof/Attic vents are prohibited 
to be in locations where 
embers are most likely to 
accumulate including eaves & 
other similar overhand areas 
ior walls sha
urfaces suc
sonry. Com
 siding mus
ted sheeting
Foundation vents are prohibited to be in locations 
where embers are most likely to accumulate.   
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